ACTIVE SUBWOOFER SPEAKER SYSTEM 
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50 Watt Build-in powered amplifier 
Simple Connection : Via normal speaker jack or subwoofer inputs 
60Hz - 150Hz Cut-off frequency : Via variable tuning knob 
Bass Level Control : Via rotary control knob 
Phase Inverter Control : 2 position 
6” Down-firing woofer driver to provide floor shocking bass for your existing audio system. 


PHILIPS 


FB 201 ACTIVE SUBWOOFER SPEAKER SYSTEM 


Standard product information Technical Specifications : 


The FB 201 powered active subwoofer offers the 
floor shaking bass to existing Dolby Surround Pro GENERAL 


. Logic system and Normal stereo system. * Continuous Power : 50Wrms+ [dB 
* System Impedance : 6 Ohm 
rr RS «Ct Sensitivity : 300 mV 
ACTIVE SUBWOOFER SPEAKER * Frequency crossover : 60 Hz - 150Hz Variable 
The active subwoofer speaker contain a 6” inch * Frequency response : 35Hz - I50Hz 
down-firing driver. The downefiring design ensurea Phase Select : Normal/Reverse 
floor shaking reproduction of bass which enrich the 
great sound of Philips Home Threatre SUBWOOFER SPEAKERUNIT__ 
entertainment. 
* Woofer : 1x 6 inch woofer 
By adding the 50 Watt powered active subwoofer, it» System : | way, closed 
can increase the bass of your existing audio system. * Demensions set : (HxWxD) mm 


310 x 235 x 384 mm 
The FB 201 active subwoofer speaker offers a great Dimensions pack =: (HxWxD) mm 4 
design without intruding your living space. It can be 387 x 321 x 481 mm ve 


used with any Dolby Surround Pro Logic set and * Material Cabinet  : Polystrene and wood 
Normal Stereo set through normal speaker jack or * Finish : Painted front cabinet 
subwoofer inputs. [t can used for all FW7xx series * Front : Fixed Polystrene 
and most FW3xx series, especially recommended + Weight set > TAL kg 
for FW770P and FW375P. * Connection : Speaker Cable 
L+R(Qm) 
Subwoofer Cable (5m) 
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